Axel Johnson International

- Foldable beam lift

Product information

Lifting bar can be adjusted longitudinally. Equipped with overload protection and chrome coated cylinders. Beam is foldable, so it can be

’Q transported for example in a van.
Material: Steel
Marking: CE-marked
Finish: Painted, yellow
oy
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Part code WLL A mm B mm C mm D E F G wi w2 Weight
ton mm mm mm mm kg
PUNOSS500PROKT 0.5 1,410 165 1,510 895 102 2,120 1,960 460 948 75
PUNOS1000PROKT 1 1,597 90 1,749 1,231 150 2,450 2,320 460 1,100 115
PUNOS2000PROKT 2 1,626 208 1,911 1,293 150 2,490 2,330 590 1,170 165

Technical data



Max load at different jib lengths (kg)

SPARE PARTS

Spare part (product code)

PUNOSS500PROKTTI
PUNOS1000PROKTTI
PUNOS2000PROKTTI

PUNOS500PROKTVO14

PUNOS1000PROKTVO14

PUNOS500PROKT
PUNOS1000PROKT

PUNOS2000PROKT

Description

Repair seal kit for pump unit
Repair seal kit for pump unit
Repair seal kit for pump unit

Steering wheel set, incl. parts 14-20

Steering wheel set, incl. parts 14-20

Also other spare parts available with a delivery time, ask our sales for more information

P1 P2
500 425
1000 800
2000 1700

Suitable for beam lift (product
code)

PUNOS500PROKT
PUNOS1000PROKT
PUNOS2000PROKT

PUNOS500PROKT

PUNOS1000PROKT,
PUNOS2000PROKT

P3

350

700

1500
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